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Introducing the Wyse R class

Wyse R class cloud clients cater for everything your users need from their  
desktop PCs. Without the things you don’t – Like moving parts, wasted energy, 
insecure hard drives and excessive unnecessary heat. 

Wyse R00L
High performance, 
slim form factor 
cloud PC for Wyse 
WSM.

Wyse R00LE
High performance, 
comprehensive 
expansion options, 
cloud PC for Wyse 
WSM.

Wyse R10L
High performance 
paired with simplicity 
and security, Wyse 
ThinOS

Wyse R50L
High performance, 
slim thin client, 
SUSE Linux 
Enterprise. 

Wyse R90L 
High performance, 
slim thin client, 
Microsoft Windows 
XP Embedded. 

Wyse R90LW/ 
Wyse R90L7 

High performance, 
slim thin client, 
Microsoft Windows 
Embedded Standard 
2009 or 7.
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Instead we’ve built in what matters the most to you: Powerful processors, dual monitor 
support, fast graphics and a host of USB ports for those vital everyday peripherals. 
Perfect when you need a cloud client desktop capable of voice, data and video.

Wyse R50LE
High performance 
thin client, 
comprehensive 
expansion options, 
SUSE Linux 
Enterprise. 

Wyse R90LE 
High performance 
thin client, 
comprehensive 
expansion options, 
Microsoft Windows 
XP Embedded. 

Wyse R90LEW/
Wyse R90LE7 
High performance thin 
client, comprehensive 
expansion options, 
Microsoft Windows 
Embedded Standard 
2009 or 7. 

Cloud PCs Thin clients
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Features Wyse R class

Take a tour of the  
Wyse R class

Wyse ThinOS
User Experience 
Acceleration

Wyse  
ThinOS

Created with performance and expandability in mind.
The new Wyse R class joins the uniquely integrated range of Wyse Cloud Client Computing 
hardware and software. Wyse R class features high performance central and graphics processors 
coupled with full support for multiple screens, and the best PC experience available on a cloud 
computing platform with the Wyse TCXTM Suite of virtualization software. 

Wyse Device Manager supports the Wyse R class with scalable enterprise-wide management including 
simple deployment, patching and updates and asset management – all with secure end-to-end encrypted 
communications. Finally, each and every Wyse R class cloud client contributes – quietly and coolly – to lowering 
your organization’s carbon footprint, with power usage and emissions that are a fraction of traditional PC desktops. 

Microsoft Windows  
Embedded Standard 2009

Microsoft Windows  
Embedded Standard 7

Wyse Enhanced 
SUSE Linux

Microsoft Windows  
XP Embedded
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Performance

Features

L family connectivity LE family connectivity Green
User Experience 
OptimizationThin Client Management

Wyse  
 WDMTM

Cloud PC Provisioning 

Wyse  
 WSMTM

Mounting options
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Performance

High performance. Inside out.

By employing the advanced ATI 690E chipset from AMD, the Wyse R class family of 
cloud clients provides the best graphics performance in their class. 

With a maximum resolution of 2560x1600 on two displays these devices will support 
any high-end graphics application, with support for dual monitors with standard DVI-I 
and DVI-D ports. In addition, Wyse R class includes support for Pixel Shader 2.0 that’s 
Windows 7 with Premium Aero GUI compliant, which will be a requirement for running 
some of the latest and forthcoming technologies from Citrix, Microsoft and VMware.

AMD Sempron 
Processor
The advanced technology 
contained in this CPU 
from AMD lowers power 
consumption without 
compromising performance.

• 	AMD64 Technology

• 	PowerNow! technology 

• 	HyperTransport technology

• 	Built to support Microsoft® Windows®  
	 XP Embedded, as well as Linux.

AMD ATI 690E 
Windows 7 ready
The most powerful and 
highly optimized graphics 
engine in its class. 

• 	Multiple display support 

• 	Built-in support for Full DirectX 9.0

• 	3D Acceleration Features 

• 	Support for OpenGL 

• 	Motion Video Acceleration 				  
	 Features (MPEG-2, MPEG-4 and WMV9).
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Technical Wyse R class Specifications

The Wyse R class family of cloud clients is available in L and LE configurations. Choose from  
versions featuring Wyse ThinOS, Wyse Enhanced SUSE Linux, Microsoft Windows XP Embedded, 
Windows Embedded Standard 2009 and Windows Embedded Standard 7 (RL family only).  
Provisioned environments are supported with Wyse WSM.

Wyse R00L cloud PC;  
R10L, R50L, R90LW and 
R90L7 thin clients 

Learn more.  
Simply click the datasheets below.

Wyse ThinOS

Wyse  
ThinOS

Wyse Enhanced  
SUSE Linux

Microsoft Windows  
XP Embedded

Microsoft Windows  
Embedded Standard 2009

Microsoft Windows  
Embedded Standard 7 Cloud PC Provisioning

Wyse R00LE cloud PC; 
R50LE, R90LE, R90LEW 
and R90LE7 thin clients
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Hardware specification 

Processors 	 1.5 GHz AMD Sempron Processor

Memory	 R00L 	 0/1GB or 0 / 2GB RAM 
	 R10L	 128MB Flash / 512MB RAM 
	 R50L 	 1GB Flash / 1GB RAM 
	 R90L 	 1GB Flash / 1GB RAM 
	 R90LW 	 2GB Flash / 1GB RAM 
	 R90L7	 4GB Flash / 2GB RAM 
		  up to 4GB Flash / 2 GB RAM

I/O peripheral support	 One DVI-I Port 
	 One DVI-D Port  
	 Two PS/2 ports 
	 Two serial ports 
	 Six external USB 2.0 ports (2 front; 4 back) 
	 One Mic In 
	 One Line Out

Included 	 Optical mouse and PS/2 keyboard

Graphics	 AMD ATI 690E 
	 Microsoft Windows Vista Premium and Windows 7 ready

Networking/Comm	 10/100/1000 Base-T Gigabit Ethernet 
	 802.11 b/g/n and Bluetooth 2.0 (optional)

Display	 VESA monitor support with Display Data Control (DDC) for automatic setting  
	 of resolution and refresh rate 
	 Dual monitor supported* 
	 Single: 	 2560X1600 32 bpp 60Hz 
	 Dual: 	 2560X1600 32 bpp 60Hz

 

Audio	 Out: 	 1/8-inch mini, 16 bit stereo. Internal Mono speaker. 
	 In: 	 1/8-inch mini, 8 bit stereo microphone.

Factory options	 Internal wireless option 802.B/G/N for R10L and R50L 
	 Internal wireless and bluetooth option 802.B/G/N for R90L, R90LW and  R90L7 
	 Fiber Optic-ready Wyse R90LW**

Power	 Worldwide auto-sensing 100-240 VAC, 50/60 Hz. Energy Star® V.5.0 compliant 	
	 power supply. Average power usage with device connected to 1 keyboard with 	
	 1 PS/2 mouse and 1 monitor: 14.6 Watts in idle state.

Shipping weight	 6.50 lbs. (2.95kg)

Mountings	 Vertical or Horizontal (optional), VESA mount.

Security	 Built-in Kensington security slot (cable sold separately)

Dimensions	 250mm x 225mm x 53mm (9.8 in. x 8.8 in. x 2.1 in.)

Humidity	 20% to 80%

Temperature Range	 Horizontal position: 50 to 95 F (10 to 35 C) 
	 Vertical position: 50 to 104 F (10 to 40 C)

Warranty	 Three-year hardware warranty.  
	 Visit our web site for WyseChoice extensions and upgrades.

Certifications	 German EKI-ITB 2000, ISO 9241-3/-8 
	 cULus 60950, TÜV-GS, EN 60950 
	 FCC Class B, CE, VCCI, C-Tick 
	 WEEE, RoHS Compliant	

	 *	 R10L is 1920 x 1200 32 bpp 60Hz (single and dual) 
	 **	 Fiber Optic Board not included. Please refer to release notes or 			 
		  your Wyse account manager for supported Fiber Optic Board. 
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R class L family: R00L cloud PC; R10L, R50L, R90LW and R90L7 thin clients 
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Contact Wyse
Wyse Technology Inc.
3471 North First Street,  
San Jose,  
CA 95134-1801 

Visit our website at: 
http://www.wyse.com  
or send an email to: sales@wyse.com

©2011 The Wyse logo and Wyse are trademarks of Wyse Technology Inc. Other product names mentioned herein are for identification purposes only and may be trademarks and/or registered 
trademarks of their respective companies. All specifications are subject to change without notice. Whilst we make every effort to ensure the accuracy of the details, specifications, models, images 
and benefits featured in this datasheet, we cannot be held responsible for any errors and/or omissions. If you have any queries regarding Wyse products please contact your authorized regional 
Wyse Partner or representative for further information and assistance. Some features require support by server operating system and protocol. Approved final 011211.

Wyse Sales
800 GET WYSE (800 438 9973)

International customers please dial:
00 1 408 473 1200

Wyse Support Portal
Wyse Support Portal provides a fast and accurate way to 
communicate interactively with Wyse Customer Support, 
and helps us respond to your requests more quickly. 

http://support.wyse.com/selfservice.html

Wyse offers cloud client 
computing sales, service and 
support expertise around the 
globe. Click for contact details.

http://www.wyse.com/about/contacts/wwindex.asp
http://www.wyse.com


Wyse® R class™

Best Power, Expandability and Display Performance

At a glance

Performance  Advanced new generation  
ATI 690E graphics and AMD Sempron 
central processors for class-leading 
computing and graphics performance.

Connectivity  Featuring future proof 
connectivity with two DVI outputs and fast 
802.11n WiFi. 

Mounting options  The Wyse R class family 
can be sited vertically or horizontally on 
desktops, and even fitted to walls and behind 
monitors.

Green  Wyse R class cloud clients use  
between 12 and 15 watts of power in typical 
use – less than their nearest rivals, saving critical 
carbon output and vital budget.

OS and Application Provisioning   
Full integration with Wyse WSM provisioning 
software with the Wyse R00L and R00LE.

Wyse thinOS  Maximizes the new Wyse Zero 
engine to deliver fast and secure desktops 
with user experiences based an individual’s 
access levels.

Wyse Enhanced SUSE Linux  Secure, 
flexible and market-leading Linux combined 
with Wyse optimizations in management and 
user experience.

Microsoft Windows XP Embedded SP3  
This robust and flexible operating system 
is further enhanced by the Wyse file-based 
Write Filter that enables you to protect the 
file system image from accidental changes 
or user customization.

Microsoft Windows Embedded Standard 
2009 and 7  Take advantage of the power 
of Windows Embedded Standard 2009 
and the rich user experience of Windows 
Embedded Standard 7. 

Everything you need in a cloud client
The Wyse R class family of cloud clients combines power, 
expandability and display performance with the legendary 
security, reliability and manageability of Wyse Cloud Client 
Computing maximising your investment and presents a 
compelling solution to delivering low cost, low carbon,  
high-performance desktops.

The family features powerful processors, dual monitor support, 
fast graphics and a host of USB ports for those vital everyday 
peripherals. Perfect when you need voice, data and video 
capabilities.

High performance central and graphics processors
Wyse R class features high performance central and graphics 
processors coupled with full support for multiple screens, and the 
best PC experience available on a cloud client platform with the 
Wyse TCX Suite of virtualization software. 

Mounting options
Wyse R class cloud clients are supplied as standard with feet for 
vertical use, with optional feet for horizontal use. An optional VESA 
mount bracket enables back of monitor or wall mounting (this 
requires the four industry standard mounting points to be free).  
The same bracket can be used in a secure or 
ruggedized cabinet if required.

Choice of operating systems.
The Wyse R class family of cloud clients 
is available in L and LE configurations. 
Choose from versions featuring Wyse 
thinOS, Wyse Enhanced SUSE Linux, 
Microsoft Windows XP Embedded, 
Windows Embedded Standard 2009  
and Windows Embedded Standard 7 (RL 
Family only). Provisioned environments  
are supported with Wyse WSM.

Call Wyse: 800 GET WYSE (800 438 9973) 

Wyse R class cloud clients
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Wyse Technology Inc.
3471 North First Street
San Jose, CA 95134-1801

Visit our website at: 
http://www.wyse.com
Or send email to: sales@wyse.com

Wyse Sales
800 GET WYSE
(800 438 9973)

©2011 The Wyse logo and Wyse are trademarks of Wyse Technology Inc. Other product names mentioned herein are for identification purposes only and may be 
trademarks and/or registered trademarks of their respective companies. Specifications subject to change without notice. Some features require support by server 
operating system and protocol. Approved final 011211.

Processors 	 1.5 GHz AMD Sempron Processor

Memory	 R00L 	 0/1GB or 0 / 2GB RAM 
	 R10L	 128MB Flash / 512MB RAM 
	 R50L 	 1GB Flash / 1GB RAM 
	 R90L 	 1GB Flash / 1GB RAM 
	 R90LW 	 2GB Flash / 1GB RAM 
	 R90L7	 4GB Flash / 2GB RAM 
		  up to 4GB Flash / 2 GB RAM

I/O peripheral 	 One DVI-I Port / One DVI-D Port  
support	 Two PS/2 ports / Two serial ports 
	 Six external USB 2.0 ports (2 front; 4 back) 
	 One Mic In / One Line Out

Included graphics	 Optical mouse and PS/2 keyboard 
	 AMD ATI 690E 
	 Microsoft Windows Vista Premium & Windows 7 ready

Networking/Comm	 10/100/1000 Base-T Gigabit Ethernet 
	 802.11 b/g/n and Bluetooth 2.0 (optional)

Display 	 VESA monitor support with Display Data  
	 Control (DDC) for automatic setting of  
	 resolution and refresh rate 
	 Dual monitor supported* 
	 Single: 	 2560X1600 32 bpp 60Hz 
	 Dual: 	 2560X1600 32 bpp 60Hz

Audio	 Out: 	 1/8-inch mini, 16 bit stereo.  
		  Internal Mono speaker.	  
	 In: 	 1/8-inch mini, 8 bit stereo mic.

Factory options	 Internal wireless option 802.B/G/N for R10L and R50L 
	 Internal wireless and bluetooth option  
	 802.B/G/N for R90L, R90LW and  R90L7 
	 Fiber Optic-ready Wyse R90LW**

Power	 Worldwide auto-sensing 100-240 VAC,  
	 50/60 Hz. Energy Star® V.5.0 compliant power supply.  
	 Average power usage with device connected 		
	 to 1 keyboard with 1 PS/2 mouse and 	1 monitor:  
	 14.6 Watts in idle state.

Device Security	 Built-in Kensington security slot  
	 (cable sold separately)

Shipping weight	 6.50 lbs. (2.95kg)

Mountings	 Vertical or Horizontal (optional),  
	 VESA mount.

Dimensions	 250mm x 225mm x 53mm  
	 (9.8 in. x 8.8 in. x 2.1 in.

Temperature 	 Horizontal position: 50 to 95 F (10 to 35 C) 
range	 Vertical position: 50 to 104 F (10 to 40 C) 

Humidity	 20% to 80% 

Warranty	 Three-year hardware warranty.  
	 Visit our web site for WyseChoice extensions and upgrades 

Certifications	 German EKI-ITB 2000, ISO 9241-3/-8 
	 cULus 60950, TÜV-GS, EN 60950 
	 FCC Class B, CE, VCCI, C-Tick 
	 WEEE, RoHS Compliant

Processors 	 1.5 GHz AMD Sempron Processor

Memory	 R00LE 	 0 / 1GB or 0 / 2GB RAM 
	 R50LE 	 1GB Flash / 1GB RAM 
	 R90LE 	 1GB Flash / 1GB RAM 
	 R90LEW 	2GB Flash / 1GB RAM 
		  up to 4GB Flash / 2GB RAM 
	 R90LE7	 4GB Flash / 2GB RAM

I/O peripheral 	 One DVI-I Port / One DVI-D Port  
support	 Two PS/2 ports 
	 Two serial ports 
	 One Parallel port 
	 Six External USB 2.0 ports (2 front; 4 back) 
	 Four Internal USB 2.0 ports 
	 One Mic In / One Line Out

Expansion	 One PCIe 1.1a x4 with x16 slot, half card length, full height 

Included	 Optical mouse and PS/2 keyboard

Graphics	 AMD ATI 690E 
	 Microsoft Windows Vista Premium and Windows 7 ready

Networking/Comm	 10/100/1000 Base-T Gigabit Ethernet 
	 802.11 b/g/n and Bluetooth 2.0 (optional)

Display	 VESA monitor support with Display Data Control (DDC) 	
	 for automatic setting of resolution and refresh rate 
	 Dual monitor supported 
	 Single: 	 2560X1600 32 bpp 60Hz 
	 Dual: 	 2560X1600 32 bpp 60Hz

Audio	 Out: 	 1/8-inch mini, 16 bit stereo.  
		  Internal Mono speaker 
	 In: 	 1/8-inch mini, 8 bit stereo microphone

Factory options	 Internal wireless option 802.B/G/N for R50LE 
	 Internal wireless and bluetooth option 802.B/G/N 		
	 for R90LE and R90LEW

Power	 Worldwide auto-sensing 100-240 VAC, 50/60 Hz.  
	 Energy Star® V.5.0 compliant power supply.  
	 Average power usage with device connected to  
	 1 keyboard with 1 PS/2 mouse and 1 monitor:  
	 14.1 Watts in idle state. 

Shipping weight	 8.37 lbs. (3.8kg)

Mountings	 Vertical or Horizontal (optional), VESA mount.

Device Security	 Built-in Kensington security slot 			 
	 (cable sold separately)

Dimensions	 307mm x 225mm x 82mm (12.1 in. x 8.8 in. x 3.2 in.)

Temperature 	 Horizontal position: 50 to 95 F (10 to 35 C) 
range	 Vertical position: 50 to 104 F (10 to 40 C) 

Humidity	 20% to 80%

Warranty	 Three-year hardware warranty.  
	 Visit our web site for WyseChoice extensions and upgrades

Certifications	 German EKI-ITB 2000, ISO 9241-3/-8 
	 cULus 60950, TÜV-GS, EN 60950 
	 FCC Class B, CE, VCCI, C-Tick 
	 WEEE, RoHS Compliant

Wyse Support Portal:
A fast and accurate way to communicate 
interactively with Wyse Customer Support.
http://support.wyse.com/selfservice.html




